
Driveway Mechanic:
The Care & Feeding Of

Your Automatic Climate Control

Problems with the automatic climate control

systemof1976-1981modelsareavoidable.This
article providesyou with a basicunderstanding
of how the system, particularly the servounit,
works and what you can do to improve it and
prolong its working life. In an a future issue
we'll showyou how torepair afaulty servounit.
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Automatic climate control system
problems usually involve the servo
unit, which translates commands

received from the driver to control the flow
of coolant and air in the heating and air
conditioning systems. The servo was origi- \
nally supplied to Chrysler, which discon-
tinued its use in 1972.Mercedes-Benz cars
first used the unit in the 1976model year.
Models/years with this servo are:

1976: 116sedan series only
1977: 116 series plus 300D and 280E
1978: same as 1977, plus SL models
1979: same as 1978, plus all123-series

An improved system replaced the servo
for the 1981model year except the on SL,
which got the new system for 1982.If your
car has the old servo, replacement can cost
from $175 to $400, depending upon who
does the work.

Servo Function

The desired interior air temperature is
maintained as a result of various control
signals provided by a sensor chain and
amplifier shown in Figure 1. The sensor
chain consists of four components con-
nected in series (one after the other). The
first is the servo assembly (1), containing
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Climate control servo has connections for vacuum
(top), electrical and coolant (bottom) lines.

amotor-driven feedbackpotentiometer, a
water regulating valve, a blower speed
switch and a vacuum distributor. The
other three components in the chain are
the temperature selector wheel (2), the in-
car air temperature sensor (3) and the
ambient (outside) air temperature sensor
(4). The amplifier (5)contains a fixed resis-
tance, against which the varying resistance
of the sensor chain is constantly measured.

Let'slook at the sensor chain components:
Servo Assembly (1): To maintain the

selected air temperature, the servo assem-
bly (see Figure 2),continually adjusts air
and coolant flow. It contains an electric
motor-driven gear train activated by sig-
nals from the amplifier. The servo adjusts
air temperature through three functions:

Side view of servo shows typical crack in center
housing (white line).

a) adjustment of an integral hot water
valve to control hot water flow through the
heater core. Coolant enters and leaves the
servo through the four tubes in the lower
housing.

b) regulation of blower speed through
a remotely-mounted resistor block. This
resistor block is fed current by a switch arm
in the sensor which moves over contacts
as the servo shifts from one mode to
another, thus varying blower speed.

c) adjustment of an integral vacuum
distributor valve which controls the com-
binations of air flap positions for outside
air intake, foot well air, dash air and de-
froster air. These flaps are operated by
vacuum distributed by the valve, which
has several positions.

Vacuum distributor (round); blower switch arm (dark, left) and contact plate (right). Coolant valve fits into centerhousing, controls flow through lower housing (right).
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A cold engine lockout switch in the
lower section of the servo unit prevents
the blower from operating until the engine
is warm enough to provide warm air for
heating. This bi-metallic switch directs
vacuum to the master blower switch (acti-
vating it) at temperatures above 104°Fand
disconnects vacuum at temperatures
below 68of (disabling it). The cold engine
lockout switch responds to both ambient
air and engine coolant temperatures.

The servo also contains a feedback po-
tentiometer, part of the sensor chain. This
potentiometer increases in resistance as

REmoving top caver shaws lines entering vacuum .lis-
tn'butor; electrical connections drop through top plate.

the servo enters the cooling mode and de-
creases in resistance as the servo enters
the heating mode.

Temperature Selector Wheel Potenti-
ometer (2):This device changes resistance
as you move the temperature selector
wheel. When a higher temperature is
selected, resistance increases; when a
lower temperature is selected, resistance
decreases. Since the potentiometer is in
series with the other components in the
sensor chain, the resistance of the entire
chain is altered accordingly.

In-Car Temperature Sensor (3): The in-
car sensor is a temperature-sensitive resis-
tor called a thermistor. Located in the car' s
interior, it can accurately measure air tem-
perature. As interior temperature rises, the
sensor's resistance decreases; as tempera-
ture falls, resistance increases. Again, this
affects the resistance of the entire sensor
chain. To reduce response time and in- .
crease control accuracy, interior air is
drawn over the in-car sensor when the
blower is nifining. Air is conducted over
the sensor via a tube connected to the suc-
tion side of the blower housing. '

Ambient Temperature Sensor (4): The
ambient air sensor is also a thermistor and
is in the outside"air intake duct. Its opera-
tion is identical to that of the in-car sensor
except that it measures the temperature
of incoming outside air. Outside air is
drawn over the sensor when the blower
is in operation.
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Amplifier (5): The amplifier measures
the total resistance of the sensor chain (the
selector wheel potentiometer, the in-car
sensor, the ambient temperature sensor
and the servo feedback potentiometer).
This total resistance is compared with a
fixed resistance within the amplifier. If the
two are unequal, the amplifier actuates the
servo motor until both resistances become
equal. The in-car and ambient air tempera-
ture sensors allow for continuous adjust-
ment of the servo via the amplifier. In this
way, the selected temperature is main-
tained despite changing in-car and am-

, Motor, gears belawtop plate activate coolantvalve,
contact arm, vacuum distributor.

bient air temperatures. The feedback po-
tentiometer in the servo assembly also aids
the amplifier in maintaining a selected air
temperature by limiting the response of
the servo, preventing over-control.

What Can Go Wrong?
The following failures have been noted

in servos:
Coolant Leakage from Cracked Center

Housing: The plastic center housing may

Figure 1: Automatic
climate control
sensor chain.

Ambient
Sensor

4

In-car
Sensor

3

AUX.

~

I

Fusen

Amplifier 5 ~

'1>

l
'

: u u
~ 0 0 -
~ 0 G

II

Seruo assembly 1

crack due to stresses caused by assembly
screws, which do not permit expansion of
the center housing as it heats. When this
center housing cracks, coolant may leak
from the unit. If undetected or ignored,
coolant loss can cause engine failure due
to overheating, frequently meaning a com-
plete engine rebuild or replacement.

There are two ways to repair the center
section. First, Mercedes-Benz sells a re-
placement kit, described in the Septem-
ber/October 1983 issue of The STAR.
Besides a new plastic center section and
various other parts, this kit contains spring
washers to fit under the screw heads so
that the center housing may expand, re-
ducing the possibility of over-stressing
and cracking the part. The other alterna-
tive is to use an aftermarket kit with an
aluminum center section, more resistant
to cracking than the original part.

Internal Leakage: An a-ring on the
water valve shaft may fail, allowing engine
coolant to reach the servo motor and gear
train. This will eventually corrode the
gears and cause the motor, which is quite
powerful, to strip the primary gear in the
gear train. The leaky a-ring is 1irtually
impossible to replace, as it is held in place
by a /lone-way" assembly washer. Internal
leakage is evidenced either by coolant
leaking from any of the four drain holes
just above the center housing orby mois-
,ture on the blower switch arm contacts
(after the top cover is removed).

Water Valve Separated from Shaft: Dirty
engine coolant can foul the close tolerances
in the water flow regulating valve. This re-
sults in more friction and thus more force
being applied to the valve connector clip.
When the clip fails, the water valve will
separate from its shaft. The servo then
appears to operate normally, but there is
no change in air temperature (assuming
that the air conditioning system is OK).
Blower speeds seem to change normally,
and the air flaps operate, but the system
delivers air at only one temperature (warm
or cool, dep~nding on the position of the
valve at failure).
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